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Technical Data
Measuring of flue gas temperature

Range: 0 °C ... + 600 °C type K

Resolution: 0,1 °C

Max. deviation: £ ± 2 °C, £ ± 0,3 % of reading

Measuring of ambient air temperature

Range: 0 °C ... + 100 °C type K

Resolution: 1 °C

Max. deviation: £ ± 1 °C, £ ± 0,3 % of reading

Measuring of O2-concentration

Range: 0...21,0 Vol% O2

Resolution: 0,1 Vol%

Max. deviation: £ ± 0,3 Vol%

Additional Data

Display with 2 lines and back light, power supply with 4 AA batteries/accumulators or mains
adapter, working temperature + 5 ... + 40 °C, trans portation and stocking temperature
- 20 ... + 50 °C.

Warranty: measuring and display device 24 months (except wearing parts and consumables),
O2 sensor 12 months, thermocouple 6 months.

BRIGON Fixed Service Prices
after 1 year use    €    85
after 2 years use  €  135
after 3 years use  €    85
after 4 years use  €  135

Includes one year warranty extension, complete
maintenance, in years 2 and 4 O2 sensor replacement,
calibration certificate for all measuring channels on TÜV
approved test stand, cleaning and software upgrade
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Item-No. BRIGON TESTORYT 2

BRIGON TESTORYT 2, measuring and display device incl. O2-sensor and
infrared-interface for printer (option)

Instrument for the maintenance of oil burners

Measurements:
Ambient air temperature 0°C...+100°C
Flue gas temperature 0°C...+600°C
Oxygen concentration 0 to 21,0 Vol% O2

Calculations:
Carbon dioxide CO2 Lambda
Stack loss qA Combustion efficiency Eta

1750
export

BRIGON TESTORYT 2 complete as set
incl. measuring and display device, probe with thermocouple 250 mm, connecting cable
and tube, cone, protective rubber sleeve with integrated magnet, batteries.

Item-No. BRIGON accessories and spares

5320 Probe with thermocouple 250 mm, connecting cable and tube 2 m

4455 Cone with self-locking-system 8 mm Æ

3324 Particle filter (Pack of   2)

2980 Mains adapter

5724 Battery Alkali-Mn (Pack of   4)

5385 Battery Ni / MH (Pack of   4)

2986 Battery charger with timer

6040 Protective rubber sleeve with magnet

5730 BRIGON-Thermo-printer BIRD with infrared, cpl. with batteries and thermo-paper

5735 Thermo-paper for Thermo-printer BIRD, item-No. 5730 (Pack of   5)

6130 BRIGON-self-sealing plastic bag for printouts (Pack of 10)

4295 BRIGON-lubricant oil

4210 BRIGON-smoke tester complete
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